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SECTION	
  1:	
  Identification	
  of	
  the	
  substance/mixture	
  and	
  of	
  the	
  
company/undertaking	
  

1.1.	
  Penetrating	
  Spray	
  Lubricant	
  
1.2.	
  Store	
  in	
  a	
  closed	
  container	
  
1.3.	
  AmberTech,	
  1010	
  34th	
  NE	
  St.,	
  Paris,	
  TX,	
  75462,	
  USA	
  
1.4.	
  Chemtrec:	
  800-­‐424-­‐9300	
  

SECTION	
  2:	
  Hazards	
  identification	
  
2.1.	
  Non	
  Hazardous	
  
2.2.	
  Does	
  not	
  contain	
  any	
  dangerous	
  substances	
  according	
  to	
  the	
  criteria	
  of	
  
the	
  EC.	
  
2.3.	
  NA	
  

SECTION	
  3:	
  Composition/information	
  on	
  ingredients	
  
3.1.	
  Bio	
  degradable	
  oil	
  
3.2.	
  Same	
  

SECTION	
  4:	
  First	
  aid	
  measures	
  
4.1.	
  Eye	
  contact:	
  Flush	
  with	
  plenty	
  of	
  water.	
  Consult	
  a	
  physician	
  if	
  irritation	
  
develops	
  
4.2.	
  Skin	
  contact:	
  Wash	
  with	
  soap	
  and	
  water	
  and	
  remove	
  contaminated	
  
clothing	
  
4.3.	
  Ingestion:	
  Contact	
  physician	
  
4.4	
  Inhalation:	
  Remove	
  to	
  fresh	
  air	
  source	
  

SECTION	
  5:	
  Firefighting	
  measures	
  
5.1.	
  Co2	
  extinguisher	
  
5.2.	
  Will	
  burn	
  (Keep	
  away	
  from	
  open	
  flames	
  &	
  oxidizers)	
  
5.3.	
  Use	
  Co2	
  extinguisher	
  and	
  oil	
  dry	
  for	
  cleanup	
  

SECTION	
  6:	
  Accidental	
  release	
  measures	
  
6.1.	
  Wear	
  gloves,	
  eye	
  shield	
  
6.2.	
  None-­‐Material	
  is	
  biodegradable	
  
6.3.	
  Pig	
  pads	
  and	
  other	
  oil	
  absorbent	
  materials	
  
6.4.	
  NA	
  

SECTION	
  7:	
  Handling	
  and	
  storage	
  
7.1.	
  Keep	
  container	
  closed	
  
7.2.	
  Keep	
  away	
  from	
  open	
  flame	
  and	
  oxidizers	
  
7.3.	
  Used	
  to	
  free	
  rusted	
  metals,	
  such	
  a	
  bolts	
  and	
  such	
  

SECTION	
  8:	
  Exposure	
  controls/personal	
  protection	
  
8.1.	
  PPE	
  
8.2.	
  Avoid	
  large	
  spills	
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SECTION	
  9:	
  Physical	
  and	
  chemical	
  properties	
  
9.1.	
  	
  Boiling	
  Point:	
  144	
  degrees	
  C	
  
API	
  Gravity:	
  19.5	
  
Autoignition:	
  370	
  C	
  
Color:	
  ASTM	
  1500	
  3.5	
  
Vapor	
  Pressure	
  (mmHg):	
  .01	
  mm	
  @20	
  C	
  
9.2.	
  	
  None	
  

SECTION	
  10:	
  Stability	
  and	
  reactivity	
  
10.1.	
  Thermal	
  Decomposition:	
  Stable	
  
10.2.	
  Stable	
  
10.3.	
  None	
  
10.4.	
  Do	
  not	
  store	
  with	
  oxidizers	
  
10.5.	
  Avoid	
  strong	
  acids,	
  oxidizers,	
  and	
  Alkalis	
  
10.6.	
  None	
  

SECTION	
  11:	
  Toxicological	
  information	
  
11.1.	
  None	
  

SECTION	
  12:	
  Ecological	
  information	
  
12.1.	
  None	
  
12.2.	
  Biodegradable	
  
12.3.	
  NIL	
  
12.4.	
  Minute	
  
12.5.	
  Negligible	
  
12.6.	
  None	
  

SECTION	
  13:	
  Disposal	
  considerations	
  
13.1.	
  Comply	
  with	
  local	
  and	
  national	
  regulations	
  

SECTION	
  14:	
  Transport	
  information	
  
14.1.	
  None	
  
14.2.	
  Penetrating	
  Oil	
  
14.3.	
  None	
  
14.4.	
  ORM	
  
14.5.	
  None	
  
14.6.	
  Do	
  not	
  splash	
  on	
  skin.	
  Wear	
  PPE.	
  (gloves	
  and	
  face	
  shield)	
  
14.7.	
  Transport	
  in	
  bulk	
  according	
  to	
  Annex	
  II	
  of	
  MARPOL73/78	
  and	
  the	
  IBC	
  
Code	
  

SECTION	
  15:	
  Regulatory	
  information	
  
15.1.	
  None	
  EC	
  required	
  
15.2.	
  Safe	
  

SECTION	
  16:	
  As	
  listed	
  
	
  
The information provided in this Safety Data Sheet is accurate to the best of AmberTech Technology Holding Company, LLC’s 
knowledge. No guarantees or liabilities are expressed or implied. Because users are most aware of the application of the product, they 
must ensure that proper personal protective equipment (PPE) is provided consistent with the information contained in the product 
SDS. This information is intended solely for the use of individuals trained in the particular hazard rating system. It does not release 
users from ensuring they are in conformity with all regulations linked to its activity. 
	
  


