SiEmversaL Safety  OL Kut 1077 & 1077 HD
._._?‘_é.ll - Data Sheet Date Prepared: 9/25/15

1 Product And Company

Identification
Product Identifier
Product Name

|

OIL Kut 1077 & 1077 HD
Other Means of Identification

Cutting Fluid
SDS# 18-28-30 A/ 18-28-50A
18-28-51A

Recommended Use of the
Restrictions on Use
General purpose Metalworking oil

Details of the Supplier of the Safety Data Sheet

Supplier Address
Universal Qil Inc.
265 Jefferson Ave
Cleveland, OH 44113

SDS: sales@universaloil.com

Emergency Telephone Number
Company Phone Number 1-216-771-4300

Emergency Telephone 1-800-424-9300
p Hazards Identification
Appearance: | Clear /Dark

Odor: | Bland
Warning Statement: | None considered necessary
GHS Classification
Not Classified

Signal Word
No Signal Word

Chemical and

Symbols
No Known Significant effects or hazards

Potential Health Effects
Primary Route Of Exposure
- Eye Skin Inhalation
X X X

¢ Inhalation: Vapors or mist in high
concentrations, as generated from spraying or
heating in an enclosed space, may cause
minimal irritation.

e Skin: Brief contact is not irritating. Prolonged
contact, as with clothing wetted with material,
may cause defatting of skin or irritation, seen as
local redness with possible mild discomfort.

e Eye: May cause minimal irritation, experienced
as a temporary discomfort.

¢ Ingestion: If more than several mouthfuls are
swallowed, abdominal discomfort, nausea, and
diarrhea may occur.

Ingestion
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Carcinogen fisted by- - IARC (No) NTP (No) OSHA
(No) ACGIG*(No). ‘Pre-existing medical conditions
aggravated by‘exposure-skin disorders.

3  Composition/Information on

Ingredierjts

e The criteria’ for listing components in the
composition.--section is as follows: Carcinogens
are listed when present at 0.1% or greater;
Comporients which are otherwise hazardous
according to OSHA are listed when present at
1.0% or greater. Ingredients not precisely

* identified are. either proprietary or nonhazardous.
Values are not product specifications.

CAS : % Chemical
Number Concentration ' Name
64742-52-5 tof _>90 Petroleum Distillate

i Measures

‘8Ves with plenty of water for several
_re;;«medical attention if eye irritation

4 First|A
¢ Eyes: Fiiis
minutes: «G
persists:;|

* Skin: Wash skin with plenty of soap and water
for severshmiritites. Get medical attention if skin
irritation ‘develops or persists. Wash clothing
before reirsg: <"

* Ingestion::lf more than several mouthfuls of this
material .are ‘swallowed, give two glasses of
water (1€ez.¥%: Get medical attention.

* Inhalatien: Ifstritation, headache, or drowsiness
occurs, remove to fresh air.

easures

(6 Accid

Ignition Temperauire:AIT: | Not Determined
Flash Point: | 330°F coc
Flammable Limits (%): | Lower Not Determined
e Upper Not Determined
ExtingtigkifigiMedia: | Use water spray, dry chemical,
gV e foam, or carbon dioxide.
Fire & Explosic an be made to burn.
Hazards: ™} "(Fiash Point Greater Than 200°F).

Special Fivs* 1" Year self-contained breathing apparatus, Wear
Fightiii x| strtictural firefighters protective clothing.
Instruction.,- ey

1y,

NFPA L. .1 1 0
HMIS | oo 1. 1 0

Specific Hazawd: None Known

]

ental Release Measures
Contain spiti: Lise personal protective equipment
stated in Seuti#i8: Advise EPA; State agency if
required. Abs3d @iiinert material. Shovel, sweep, or
vacuum spill. ;
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7 Handling & Storage 12 Ecolpgical Information

* Precautions to be taken in:handling: Wash No data available.
thoroughly after handling. -, .,

o Storage: Periods of exposuré to  high

temperatures  should ~be,.sminimized. Water Follow Federal, State and Local regulations. Not a

contamination should be avoidedi: . RCRA hazardous waste if uncontaminated. If “used”,

8  Exposure Control/Personal RCRA criteria (ignitability, reactivity, corrosivity,

Protection toxicity characteristics) must be determined. Do not

Consult with a Health/Safety professional for specific flush to drain/storm sewer. Contract to authorized
selection. . : disposal service.

13 Disppsal Considerations

* Ventilation: Ventilate as needed’to comply with . .
exposure  limit.  Mechanical~  ventilation sportation Information
recommended. H;,w i DOT Proper Shipping Name Eeltarc_sleu_m &

* Eye: Splash proof ‘cHémical goggles ubricating Oil
rooqmended to probsct IRl splash of Geiicaiion Nivnmer T R pemacted
product.- y et S Label Required | Not Regulated

° Gloves: Prot_ectlve gloves fﬁ?‘?mme”ded when IMDG: Proper Shipping Name | No Data Available
prolonged skin contact cannot.be avoided. The IATA: Proper Shipping Name | No Data Available |

following glove materials*! are - acceptable:

Polyethylene, Neoprene; Nitril; Vit6h. :
e Respirator: Concentration‘-__.l in ‘;_a__ir":_ determines 1> Regy atomon
protection required. Use only*NIOSH certified Threshold Planning Quantity:

respiratory protection. Respiratdry protection SARA 304 | /A
usually not needed unless product is heated or Repcrtable Quantity:
misted. TR SARA 311 | NA

e Other: If contact is unavoidapleisWear chemical Hazardous Classification:
resistant clothing. The following ™~ inaterials are - SARA_313 This product does not
acceptable as protective ~Glothing materials: Toxic Chemical: | contain any chemicals
Polyethylene; Neoprene: =-Vitfile: Viton, subject to the reporting

T RA S requirements.

Polyurethane. Launder soiled clbthes. .
LHaes Information
0 Q . " We assigned NFPA and HMIS ratings to this product

. o it based on the hazards of its ingredient(s). Because

P?s’?;rif_laézf éllcégigfnar; : the customer is the most aware of the application of

PP 0 dor: Blan d“": the product, he must ensure that the proper personal

T e NE' . protective equipment is provided consistent with the
Spgcr: e rg*:'a ;w; T g information contained in the product MSDS.

Viscosity: | >100 SUS @ 100°F Comments: The information contained herein is

believed to be accurate, but it is not warranted to be
e whether originating within the company or not.

Vapor Pressure <1mmHg at 20°C Recipients are advised to confirm in advance of
) pH: | N/A 7 need that the information is current, applicable, and

% Volatile by Volume: | nil, ik suitable to their circumstances.

Solubility in Water; | nil ..

10 Stability & Reactivity Universal Oil, Inc.
Chemical Stability: | Stable - 265 Jefferson Avenue
Incompatible Materials; Strong Oxidizers Cleveland, Ohio 44113
Hazardous | Carbon oxides & ) (216) 771-4300 < (800) 362-1530
Decomposition: | asphyxiates
Polymerization: | Will not occur
0 pDlodIca 0 atio . Date Prepared
This product contains no components present at 09/25/15
concentrations equal to or greater:than 0.1% listed
by IARC, OSHA, NTP or ACGIH as.a carcinogen.




